STREETS

(Parts I & II)



Superseded

see |IC#21 P1
w/addition of
P2

10.

11.

12.

STREETS

(General Requirements)

The design elevation used in the construction plans must be based on the current
U.S.C.G.S. datum if available in the area.

General design standards are contained in Chapter 7, "Troutdale Development Code"
and on the enclosed City of Troutdale Standard Drawings/Construction Details.

The maximum grade on any street shall not exceed 12% without the City's approval.
The minimum grade on any curbed or guttered street shall not be less than 1.0%.
Vertical curves shall be used at all changes in street grades in excess of 1.0% slope.

A cross-street surface drainage will not be permitted except for in cul-de-sac bubbles
or on extreme steep cross-street slopes. All cross-street slopes must be approved by the
City prior to design and construction.

Where a straight curb design is authorized for construction by the City, curb exposure
shall be 6 inches after the second one and one-half inch thick lift of asphalt is placed.

Two rain drain curb outlets are required per lot, five feet in from property lines where
possible. Where it is not possible, do not place weepholes in conflict with meter boxes,
fire hydrants and light poles. All curb drain outlets (weepholes) accidently placed in
direct conflict with meter boxes fire hydrants or light poles must be refilled with
concrete.

Barricades are required at all dead-end and/or stub streets. Barricade type(s) will be
determined by the City on a per project basis.

Improvements along County and/or State roads must meet Multnomah County and/or
State standards respectively. A written approval from the affected governmental
agency (County or State) must be received by the City of Troutdale prior to receiving
an authorization to start construction from the City.

Monolithic concrete curbs and gutters are required. Straight concrete vertical curbs or
extruded curbs may be used; however, they must be approved by the City prior to
design and or construction.

All material and workmanship shall meet the requirements of the most current edition
of the APWA specifications.












































































































